
!C

A

A

A

A

A

A

A

A

"/

"/

"/

"/

"/

!0

"/

!( !(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(!(

!(

!(

!(

!(

!(

!(

!(

!( !(

!(

!(

!(

!(

!(

!(

!(

!(

A

B C

D

E
F

MW-05

MW-07

MW-04

MW-02

MW-01

MW-06

MW-08

MW-03

D-1

B-2

F-9

F-8

F-7

F-6

F-5

F-4

F-3
F-2

F-1

E-3

E-2

E-1

D-9

D-8

D-6

D-5

D-4

D-2

C-2
C-1

B-8

B-6

B-5

B-4

B-3
B-1

A-9

A-8

A-7

A-6

A-5

A-4

A-3

A-2
A-1

SB-6

SB-5

SB-4

SB-3

SB-2SB-1

DS-2

A-10*

DS-1*

D-7

C-8

B-7

D-11

D-10

W:\Projects\03-08-12 T-117 (Malarkey)\Data\GIS\Upland Investigation

Prepared by KH 04/28/06, Map 2302

Dallas Avenue

Total cPAH concentration (mg/kg)

!( 0 - 2.0

!( >2 - 10

!( >10

!C Historical large-diameter well

"/ Catch basin

!0 Underground septic tank

A Existing monitoring well

 Sewer line

Basin Oil Property

Former drainage ditch

Sampling area boundaries (A-F)

Former utility corridor

Western boundary of Port property
acquired from Duwamish Waterway
District

T-117 upland property boundary

Building

Impervious surface (concrete/asphalt)

Concrete under asphalt

Former building

Truck scale

Former diesel fuel dispenser

Unpaved shoreline area

Removed AST

Planter area (paved 2004)

Former sump

Removed UST

UST (closed in place)

UST (heating oil)

1999 PCB removal area (paved)

±
0 50 10025 Feet

0 7 143.5 Meters

Source: Hart Crowser 1992; SECOR 1998; Onsite 1999; 2000b;
2004

The locations of all structures, utilities, and other sub-surface
features should be verified prior to construction or excavation 
activities.   

Figure 3-20. Site-wide cPAH results
(0 - 1.5 ft)

* Value averaged with field duplicate

The ranges of cPAH concentrations noted 
on this figure are for illustration purposes 
only and do not reflect relevant or
applicable cleanup standards. 

Total cPAH concentrations (mg/kg)
Depth interval: 0 - 1.5 ft 
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* Value averaged with field duplicate

The ranges of cPAH concentrations noted 
on this figure are for illustration purposes 
only and do not reflect relevant or
applicable cleanup standards. 

Total cPAH concentrations (mg/kg)
Depth interval: 2.5 - 4 ft 

Figure 3-21. Site-wide total cPAH
results (2.5 - 4 ft)
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Figure 3-22. Site-wide total cPAH
results (5 - 6.5 ft)

* Value averaged with field duplicate

Total cPAH concentrations (mg/kg)
Depth interval: 5 - 6.5 ft 

The ranges of cPAH concentrations noted 
on this figure are for illustration purposes 
only and do not reflect relevant or
applicable cleanup standards. 
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Figure 3-23. Site-wide total cPAH
results (> 7 ft)

* Value averaged with field duplicate

The ranges of cPAH concentrations noted 
on this figure are for illustration purposes 
only and do not reflect relevant or
applicable cleanup standards. 

Total cPAH concentrations (mg/kg)
Depth interval: > 7 ft 
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results

Depth (ft)
As 

(mg/kg)
0.5 – 2 10 U
2.5 – 4 10
5 – 6.5 8*

A-4

Depth (ft)
As 

(mg/kg)
0.5 – 2 10 U
2.5 – 4 8
5 – 6.5 5 U

A-6

Depth (ft)
As 

(mg/kg)
1 – 2.5 8
2.5 – 4 7
5 – 6.5 5
7.5 – 9 6 U

B-1

Depth (ft)
As 

(mg/kg)
0.5 – 2 5
2 – 3.5 5 U
3.5 – 5 5 U
5 – 6.5 5
6.5 – 8 5 U
8 – 9.5 10*
9.5 – 11 13
11 – 12.5 14
12.5 – 14 6 U
14 – 15.5 6 U

B-7Depth (ft)
As 

(mg/kg)
0.5 – 1 10 UJ
2.5 – 4 6* UJ
5 – 6.5 6 UJ

B-8

Depth (ft)
As 

(mg/kg)

3.5 – 5 9 J
5 – 6.5 7 J
7.5 – 9 10 J

C-3

Depth (ft)
As 

(mg/kg)
3.5 – 5 10 U
5 – 6.5 6
6.5 – 8 9
8 – 9.5 8

9.5 – 11 7 U
11 – 12.5 8
12.5 – 14 7

C-4

Depth (ft)
As 

(mg/kg)
5 – 6.5 8
6.5 – 8 10
8 – 9.5 7

9.5 – 11 7
11 – 12.5 9
12.5 – 14 7 U

C-5

Depth (ft)
As 

(mg/kg)
3.5 – 5 8
5 – 6.5 8
6.5 – 8 7
8 – 9.5 8

9.5 – 11 7
11 – 12.5 7
12.5 – 14 9

C-6

Depth (ft)
As 

(mg/kg)
3.5 – 5 10 U
5 – 6.5 8
7.5 – 9 7 U

10 – 11.5 7 U
12.5 – 14 6 U

C-7

Depth (ft)
As 

(mg/kg)
0.5 – 2 55 J
2.5 – 4 10 UJ
5 – 6.5 9 J

C-8

Depth (ft)
As 

(mg/kg)
1.5 – 3 11
3 – 4.5 5 U
4.5 – 6 5 U
6 – 7.5 6 U
7.5 – 9 7 U

9 – 10.5 7 U
10.5 – 12 9
12 – 13.5 6 U

D-3

Depth (ft)
As 

(mg/kg)
1 – 2.5 5 U
2.5 – 4 5 U
5 – 6.5 5 U

D-4

Depth (ft)
As 

(mg/kg)
1 – 2.5 9 J
2.5 – 4 7 J
5 – 6.5 5 UJ

D-9Depth (ft)
As 

(mg/kg)
0.5 – 2 5 U
2.5 – 4 6
5 – 6.5 6 U

D-8

Depth (ft)
As 

(mg/kg)

0 – 1.5 6
3 – 4.5 5 U
4.5 – 6 5 U
6 – 7.5 6 U
7.5 – 9 9

9 – 10.5 9
10.5 – 12 6 U
12 – 13.5 8

D-7

Depth (ft)
As 

(mg/kg)
0.5 – 2 160 J
2.5 – 4 6 UJ
5 – 6.5 6 UJ

D-10

Depth (ft)
As 

(mg/kg)
1 – 2.5 6
2.5 – 4 5 U
5 – 6.5 5 U
7.5 – 9 6 U

10 – 11.5 6 U
12.5 – 14 6* U
15 – 16.5 6 U

D-11

Depth (ft)
As 

(mg/kg)
0.6 – 2 5 U
2 – 3.5 20
3.5 – 5 9
5 – 5.5 20 U

5.5 – 6.5 8
6.5 – 8 6 U
8 – 9.5 8 U
9.5 – 11 7 U
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12.5 – 14 7

E-1

Depth (ft)
As 

(mg/kg)
0.6 – 2 12 J
2.5 – 4 5 UJ
5 – 6.5 6 UJ

7.5 – 8.2 6 UJ
8.2 – 9 11 J

E-2

Depth (ft)
As 

(mg/kg)
0.5 – 2 9 J
2.5 – 4 8 J
5 – 6.5 6 UJ

E-3

Depth (ft)
As 

(mg/kg)
0.5 – 2 8 J
2.5 – 4 9 J
5 – 6.5 16 J
7.5 – 9 8 J

F-3

Source: Hart Crowser 1992; Onsite 1999, 200b, 2004; SECOR 1998

The locations of all structures, utilities, and other sub-surface
features should be verified prior to construction or excavation
activities.   

Depth (ft)
As 

(mg/kg)
0.5 – 2 7
2 – 3.5 40
3.5 – 5 6
5 – 6.5 8
6.5 – 8 9
8 – 9.5 6 U

9.5 – 11 6* U
11 – 12.5 6 U
12.5 – 14 6

D-6

* Value averaged with field duplicate

* Value averaged with field duplicate
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